


Benefi ts
• Detect the onset of algal bloomsof algal bloomsof
• Eliminate or decrease frequency of cell counting
• Collect data on algal community dynamics
• Make more effective use of treatment chemicals 
• Detect the presence of taste and odor causing species
• Improve fi lter run times

algaewatch consists of a micro-
processor-based fl uorometer with 
electrical inputs/outputs for a fl ow 
switch, 4–20mA signal output, 
and data logging. It is engineered 
to ensure reliability and pre-
assembled to simplify installation. 

Specifi cations*
Sensitivity ........ 0.1 µg/L chlorophyll a
Linear Range ... 0–200 µg/L chlorophyll a
Accuracy .......... ±0.2 µg/L or 3% of the reading, whichever is greater
Repeatability .... ±3%
Calibration ....... 1 point calibration (standard and blank)
Power ..............Power ..............Power 90–250 VAC/200–250 VAC, 50/60 Hz, 5 amps 
Relays ............. 2 x 90-250 VAC/200-250 VAC, 50/60 Hz, 5 amps

(fused at 3.15 amps ea. Type “F”), 1 x 0-5V DC
Signal Output ... One 4–20 mA, isolated
Dimensions ...... 8"W x 4"D x 15"H; 20cm x 10cm x 38cm
Weight: ............ 5 lbs; 2.3 kg
Enclosure ........ Approximates NEMA 4X
Sample Flow
 Maximum Water Pressure ............100 psi
Environment
 Ambient Temperature ....................40°F to 120°F; 4°C to 49°C
 Maximum Sample Temperature ....140°F; 60°C
 Relative Humidity ..........................0–100%
* All specifi cations determined at constant temperature. Temperature fl uctuations, high turbidities 

and the presence of interfering compounds may result in greater error. 

Parts ............... 6500-000: algaewatch Monitoring System (includes 
algaewatch fl uorometer, internal data logging and software, 
power cord, cleaning kit and manual)

Accessories ... 6500-900: Calibration Kit (includes Calibration Standard [1L], 
syringes and fl owcell brushes)
6500-955: Plumbing Kit (for inlet and outlet plumbing)
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Features 
• Internal Data Logger: 20,000-point capacity with programmable

sampling interval and Windows compatible software. 
• Control Outputs: Two programmable AC, one 0–5V DC output.
• Easy Maintenance Design: Clean-out port and brushes to allow 

simple routine maintenance. 
• Optional Calibration Kit: Includes calibration standard and

accessories for easy calibration and performance verifi cation.

Introduction to
Turner Designs
Turner Designs currently 
manufactures more fl uorescence 
instruments than any other 
company in the world. 
Manufacturing instruments since 
1972, we have set the standard 
for on-line, fi eld, submersible, and 
laboratory fl uorometers. We are an 
employee-owned company whose 
people take pride in providing 
quality instruments and responsive 
technical service. 

Contact Us
Email: Sales@turnerdesigns.com
www.turnerdesigns.com
Toll Free: 1-877-316-8049
845 W. Maude Ave., Sunnyvale, CA 94085 
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